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Sec. 24-223. - University area neighborhood (UAN) residential district regulations 

(a) Rules applicable to all development sites. 

 (1) Site elements. 

  d. Sidewalks. 

1. Sidewalks shall be installed along all street frontages as needed for 

pedestrian mobility or safety and appropriate to the location, unless 

deemed impractical or unfeasible by the zoning official. 

2. There shall be a landscaped strip at least five (5) feet wide between the 

street and sidewalk. The landscaped strip shall be grass and incorporate 

the provisions of the right-of-way landscape requirements of subsection 

(a)(4)b. Additionally, bollards shall be used between the street and 

sidewalk at intervals of four (4) feet. 

3. There shall be a landscaped strip at least five (5) feet wide between the 

sidewalk and the newly constructed structure with no façade projection 

encroachments. 

3. 4. Sidewalks must be provided for safe, direct and convenient 

pedestrian access connecting main entrances of buildings on any site, 

allowing for public access with all other such entrances and with available 

access points including parking areas, streets, sidewalks and transit 

stops.  

 

 (2) Building elements. 

2. Façade projections. Each residential structure must include one of the 

following on building facades that front public streets: 

 (i) Front porch. 

A. A front porch must be at least six (6) feet deep (not including 

the steps) and may not include access stairs to upper levels. 

B. A front porch must be contiguous, with a width not less than 

fifty (50) percent of the building facade from which it projects. 

C. A front porch must be roofed and may be screened, but cannot 

be fully enclosed. 

D. A front porch may extend up to nine (9) feet, including the 

steps, into a required setback, provided that such extension is at 

least two (2) feet from the vertical plane of any lot line. 
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  E. A front porch may not encroach into the public right-of-way. 

 (ii) Stoop. 

A. A stoop must be no more than six (6) feet deep (not including 

the steps). 

  B. A stoop may be covered but cannot be fully enclosed. 

C. A stoop may extend up to six (6) feet, including the steps, into a 

required setback, provided that such extension is at least two (2) 

feet from the vertical plane of any lot line. 

  D. A stoop may not encroach into the public right-of-way. 

 (iii) Balcony. 

A. A balcony may extend up to six (6) feet into a required setback, 

provided that such extension is at least two (2) feet from the 

vertical plane of any lot line. 

B. A balcony may be covered and screened, but cannot be fully 

enclosed. 

C. The combined total width of balconies may not exceed more 

than fifty (50) percent of the width of the building façade from 

which it projects. 

  D. A balcony may not encroach into the public right-of-way. 

 

 (4) Landscape requirements. 

  a. Internal. 

1. At least one canopy tree (minimum three inch base caliper) shall be 

planted or remain in the required rear yard, provided that every parking 

space is within sixty (60) feet of the trunk of a tree. All efforts should be 

made to retain existing healthy canopy trees. New trees must be installed 

with an irrigation bag, and it shall be maintained for a minimum of two 

summer growing seasons. 

2. Landscape islands, based on the above requirements, shall be sodded, 

seeded, mulched, or planted with shrubs and/or groundcover. 

3. The integration of low impact development techniques as part of the 

landscape plan shall be required and may be used to meet these 

requirements. 
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4. All stormwater inlets shall be located within a landscape island and 

incorporate rain gardens, bioswales or other staff approved stormwater 

mitigation techniques to promote infiltration and reduce stormwater runoff 

and nonpoint source pollution. 

5. Solid waste containers shall be screened from the right of way and 

adjacent properties using similar building materials as the primary 

structure. 

b. Right-of-way. Where development occurs adjacent to an existing street, 

streetscaping shall be installed along the right-of-way in accordance with the 

following standard: 

1. One canopy tree (minimum three inch base caliper) is required for 

every fifty (50) feet of lot width. All efforts should be made to retain 

existing healthy canopy trees. New trees must be installed with an 

irrigation bag or install an irrigation system operated by the developer, 

and it shall be maintained for a minimum of two summer growing 

seasons. 

 


